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Fluorescent Lamps
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Low Mercury

Osram Sylvania "ECOLOGIC"

ECOLOGICTM is a comprehensive program focused on
 addressing environmental issues at all stages of lamp life.
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Fluorescent Lamps

OCTRON 800 XP ECOLOGIC SERIES LINEAR T8 FLUORESCENT LAMPS, (MEDIUM BI-PIN BASE)

Item
Number

Ordering
Abbreviation

Description
Nominal
Length

(in)

Average
Rated Life
(Hours)*

Initial
Lumens

Mean
Lumens

Color
Temp.

CRI NSN

21785 FO17/830XP/ECO XP ECO 24 24,000 1400 1320 3000K 85 6240-01-475-8183

21778 FO17/835XP/ECO XP ECO 24 24,000 1400 1320 3500K 85 6240-01-475-8191

21907 FO17/841XP/ECO XP ECO 24 24,000 1400 1320 4100K 85 6240-01-475-8199

21910 FO25/830XP/ECO XP ECO 36 24,000 2270 2130 3000K 85 6240-01-475-8202

21776 FO25/835XP/ECO XP ECO 36 24,000 2270 2130 3500K 85 6240-01-475-8208

21774 FO25/841XP/ECO XP ECO 36 24,000 2270 2130 4100K 85 6240-01-475-8215

21759 FO32/830XP/ECO XP ECO 48 24,000 3000 2820 3000K 85 6240-01-475-8224

21763 FO32/835XP/ECO XP ECO 48 24,000 3000 2820 3500K 85 6240-01-475-8230

21767 FO32/841XP/ECO XP ECO 48 24,000 3000 2820 4100K 85 6240-01-475-8238

21912 FO40/830XP/ECO XP ECO 60 24,000 3850 3620 3000K 85 6240-01-475-8243

21911 FO40/835XP/ECO XP ECO 60 24,000 3850 3620 3500K 85 6240-01-475-8248

21916 FO40/841XP/ECO XP ECO 60 24,000 3850 3620 4100K 85 6240-01-475-8258

* Based on 3 hours per start on magnetic Rapid start ballast.

OCTRON® 800XP ECOLOGIC® Fluorescent Lamps

� EXtended Performance OCTRON ECOLOGIC T8
   designed to pass TCLP
� Average rated life of 24,000 hours
  - 20% longer than conventional T8
  - Maintains 94% lumens
  - Improved CRI - 85
  - Available in 3000K, 3500K & 4100K
  - 17W, 25W, 32W & 40W
� Compatible with QUICKTRONIC ®1      SYSTEM 32, 32PLUS and 32LP
� Use fewer fixtures
� Extend re-lamp cycles

1. QUICKTRONIC is a registered trademark of OSRAM GmbH, Germany,
used under license by OSRAM SYLVANIA PRODUCTS Inc.

ECOLOGICTM is a comprehensive program focused on
addressing environmental issues at all stages of lamp
life.

SYLVANIA OCTRON 800 XP ECOLOGIC ®

fluorescent lamps are designed to satisfy the
Federal Toxic Characteristic Leaching Procedure
(TCLP) criteria for classification as non-hazardous
waste in most states*.

*Regulations may vary. Check your local and state
regulations.
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Fluorescent Lamps

ECOLOGICTM F40 T-12 DESIGNER & SuperSaver
Fluorescent Lamps

• Designed to Pass Federal TCLP* test
• All Sylvania ECOLOGIC lamps comply with the

Energy Policy Act (EPACT)
• Designer 700 & 800 Series utilize rare earth

phosphors which provides:
− Higher initial lumens
− Better lumen maintenance
− Improved CRI
• Energy efficient T12 lamps
• Same performance and ballasting requirements as

standard T12 lamps

ECOLOGIC FLUORESCENT LAM PS - F40T12, R APID  START, (M ED IUM  BI-PIN  BASE, 48" N OM INAL LEN GTH)

Item
N umber

Ordering
Abbreviation

Description
N ominal
Length

(in)

Average
Rated Life
(Hours)*

Initial
Lumens

Mean
Lumens

Color
Temp.

CRI N SN

24538 F40WW/SS/ECO Warm White SuperSaver 34 20,000 2,750 2,340 3000K 52 6240-01-479-2338

24521 F40/D30/ECO Designer 700 40 20,000 3,200 2,820 3000K 70 6240-01-479-2840

24535 F40/D30/SS/ECO Designer 700 SuperSaver 34 20,000 2,800 2,460 3000K 70 6240-01-479-2854

24543 F40/D830/ECO Designer 800 40 20,000 3,300 3,000 3000K 80 6240-01-479-2861

24544 F40/D830/SS/ECO Designer 800 SuperSaver 34 20,000 2,900 2,640 3000K 80 6240-01-479-2869

24537 F40/D35/ECO Designer 700 40 20,000 3,200 2,820 3500K 70 6240-01-479-2874

24540 F40/D35/SS/ECO Designer 700 SuperSaver 34 20,000 2,800 2,460 3500K 70 6240-01-479-2893

24546 F40/D835/ECO Designer 800 40 20,000 3,300 3,000 3500K 80 6240-01-479-2898

24547 F40/D835/SS/ECO Designer 800 SuperSaver 34 20,000 2,900 2,640 3500K 80 6240-01-479-2917

24541 F40/D41/ECO Designer 700 40 20,000 3,200 2,820 4100K 70 6240-01-479-2934

24542 F40/D41/SS/ECO Designer 700 SuperSaver 34 20,000 2,800 2,460 4100K 70 6240-01-479-2941

24553 F40/D841/ECO Designer 800 40 20,000 3,300 3,000 4100K 80 6240-01-479-2950

24554 F40/D841/SS/ECO Designer 800 SuperSaver 34 20,000 2,900 2,640 4100K 80 6240-01-479-2961

24566 F40LW/SS/ECO Lite White SuperSaver 34 20,000 2,825 2,400 4150K 48 6240-01-479-2967

24596 F40CW/SS/ECO Cool White SuperSaver 34 20,000 2,700 2,295 4200K 62 6240-01-479-2975

SYLVANIA T12 ECOLOGICTM fluorescent lamps are designed
to pass the Federal Toxic Characteristic Leaching Procedure
(TCLP) criteria for classification as non-hazardous waste in most
states**.
* TCLP test results are available upon request.
** Lamp disposal regulations may vary, check your local & state regulations.

ECOLOGICTM is a comprehensive program focused on
addressing environmental issues at all stages of lamp
life.


